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Corrections 
 
 

Chapter 6, Paragraph 165, read: 
 

 In 2011, the  controlling depth  was 6 feet in the 
entrance channel, thence  8 feet to Mauricetown.  The 
entrance channel is marked  by lighted  and unlighted 
buoys. The river channel above Mauricetown to Millville 
is marked by seasonal buoys. In 1996, a submerged ob- 
ject was reported in the channel, about 40 feet east of 
Buoy 7. 

 
(DD 21174; NOS 12304) 

 
 

Chapter 11, Paragraph 27, read: 
 

 York River has a broad and fairly straight channel, is 
well marked and easily followed. Depths are as much as 
80 feet off Yorktown. In 2010, the controlling depth in 
the dredged sections  of the river was 16 feet to West 
Point.  With the exception  of the naval areas described 
later, vessels can anchor in the wider parts of York River 
channel. 

 
(L 327-2012) 

 
 

Chapter 11, Paragraph 86, read: 
 

 Horn Harbor is entered through  a dredged chan- nel 
marked by lights 2.4 miles northward of New Point 
Comfort; lights and daybeacons mark the channel in the 
upper part of the harbor. In 2011, the controlling depth 
was 4.5 feet in the  dredged  channel;  thence  in 1997, 
about  5 feet to a point  3.5 miles  above the  entrance. 
A cluster of submerged piling of a former fishhouse is 
on the east side of the channel about 1 mile above the 
entrance.  Traffic consists chiefly of fish, shellfish, and 
pleasure craft. 

 
(L 1469-2011; DD 21164) 

 
 

 
 
 
 
 
 
 

Chapter 11, Paragraph 95, read: 
 
Jackson Creek, on  the  north side  of Piankatank 
River 1 mile above the mouth, has a dredged entrance 
channel marked by a light and daybeacons. In 2011, the 
controlling  depth was 4.6 feet in the channel. Inside 
Jackson  Creek, above Daybeacon 10, natural depths  of 
about 8 to 9 feet were available in the middle of the 
creek channel. Stakes usually define the channel edges. 
Deltaville is at the head of the north arm. 

 
(L 1510-2011) 

 


